
No.：2026312307001174

Applicant and address
Westlock Controls Corporation

280 North Midland Ave, Suite 258, Saddle Brook, NJ 07663. United
States of America

Manufacturer and address
Westlock Controls Corporation

280 North Midland Ave, Suite 258, Saddle Brook, NJ 07663. United
States of America

Factory and address
Westlock Controls Corporation

280 North Midland Ave, Suite 258, Saddle Brook, NJ 07663. United
States of America

Product, series, specification and model
ICOT Valve Positioner
Series 5200 and 5300

Ex ia IIC T4 Ga
Standards

GB/T3836.1-2021, GB/T3836.4-2021

This product(s) complies with the requirements of CNCA-C23-01: 2024 
China Compulsory Certification Implementation Rule on Explosion 

Protected Electrical Product.
Issue date: 2026-04-29  Valid to: 2031-04-28

Detailed information and status of this certificate is available by using the QR code,
 visiting CNEx’s website or CNCA's website: www.cnca.gov.cn.

This translated document has no legal effect and shall not be used alone.
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Product information：
1. This certificate covers the following models:

-ICOT 5 a b c yy E d e f 0 g h. Valve Positioner.
a = Base Model: 2, 3.
b = Actuator Types: 1, 3
c = Mounting Style: 0, 5, 7, 8.
yy = Hazardous Rating:
IR = Intrinsically Safe - CCC / CNEX
AI = Intrinsically Safe - ATEX / IECEx
d = Supply Pressures H, L, V.
e = Calibration/Communication B, K.
f = Conduit entries A, B.
g = Position Transmitter Output: A, B.
h = Pneumatic Connection: B, F, N.

Energy Limitation Parameters:
Inputs (+) and (-): Ui = 30 V, Ii = 100 mA, Pi = 0.75 W, Ci = 0, Li = 17.25μH
Outputs 5 and 6: Ui = 30 V, Ii = 100 mA, Pi = 0.75 W, Ci = 0, Li = 17.25μH

Electrical Ratings are as follows:
18 - 24 Vdc with an output range of 4 - 20 mA for Model 5200 and 5300.

Ex marking：Ex ia IIC T4 Ga

Ingress protection：IP66.

Producers should organize production in accordance with the technical 
documents approved by the certification body.

2. Specific conditions of use:
- The powder coated surface of the ICOT Series Valve Positioner may store 

electrostatic charge and become a source of ignition in applications with a low 
relative humidity <~30% relative humidity where the painted surface is relatively 
free of surface contamination such as dirt, dust, or oil. Cleaning of the painted 
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surface should only be done with a damp cloth.

- Rated ambient temperature range (°C) ：-40˚C to +80˚C.

- See instruction for other information.

3. Certificate related report(s)：none.


