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Electrical Apparatus for Explosive Atmospheres

CERTIFICATE OF CONFORMITY

ESEAURE=

Manufacturer Westlock Controls Corporation
280 North Midland Ave, Suite 258, Saddle Brook, NJ 07663. United
States of America

Product Valve Position Controller

Type K-20

Marking ExiallCT4 Ga, Extb ICT87°C Db

Standard(s) -

Drawing No. EL-40246-XXXY-ZZZ. EL-40279-XXXY-ZZZ. MS-10895. MS11043

The drawings, technical documents and the samples are verified and certified according to standard(s) for
safety as below:

GB/T 3836.1-2021 Explosive atmospheres - Part 1: Equipment - General requirements

GB/T 3836.4-2021 Explosive atmospheres - Part 4: Equipment protection by intrinsic safety "i
GB/T3836.31-2021 Explosive atmospheres - Part 31: Equipment dust ignition protection by enclosure
“t“

Note:see annex. (Total 2 page)

Director Date:

Valid until:

NANYANG EXP RESEARCH INSTITUTE

ERpEEE AL

CHINA NATIONAL QUALITY S AND NTI OR E. L ROTECTED ELECTRICAL PRODUCTS
Octh Zhongjing Rd,Nan nang#73008),P.R.China
3864 Fax:0377 63208175 5 .china-ex.com

L AEBRI S IAD] XA 2B~ RE M. \ ’é?%ﬁ%ﬂ XARNRSEWAN 0226 7736 5739 7883
Note:This certificate is only valid for products which are identical e(s) tested and verified.Holder of this certificate

has the responsibility to ensure the products comply with relevant standards.
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Electrical Apparatus for Explosive Atmospheres

CERTIFICATE OF CONFORMITY

page 1 of 2
1. The product has been certified by IECEX, certificate number: IECEx CSA 17.0012X Issue No: 2.
2. This certificate covers the following models:
K20XaayXXXXXX:
aa:
IS - Intrinsically Safe and Cl. | Div. 2 - NEC/CEC and ATEX/IECEx Approval
IR - Intrinsically Safe CCC/CNEX Approval
y:
E — Polymeric enclosure

BB

A — Aluminium enclosure

S — Stainless steel enclosure

K-20 4-20mA loop equipment version

K-20 4-20mA loop equipment version  Entity Parameters:
4-20 Out (Term. 7 & 8): Ui =30V li = 100mA Pi = 0.75W Ci = 1nF Li = OpH

4-20 In (Term. 9 & 10): Ui =30V li= 100mA Pi = 0.75W Ci = OnF Li = OpH

Switch (Term. 1-3 / 4-6): Ui =30V li = 25mA Pi = 2W Ci = OnF Li = OpH

Inductive Sensor(Term. 1-2 / 3-4): Ui = 16V li = 25mA Pi = 0.034W Ci = 40nF Li = 50puH
K20 HART equipment version Entity Parameters:

4-20 Out (Term. 7 & 8): Ui =30V li = 100mA Pi = 0.75W Ci = 5nF Li = 10puH

4-20 In (Term. 9 & 10): Ui =30V li= 100mA Pi = 0.75W Ci = OnF Li =10uH

Switch (Term. 1-3 / 4-6): Ui =30V li = 25mA Pi = 2W Ci = OnF Li = OpH

Inductive Sensor(Term. 1-2 / 3-4): Ui = 16V li = 25mA Pi = 0.034W Ci = 40nF Li = 50uH
Ex marking:

Rotary Sensor version

Stainless Steel or Polymeric enclosure
Exia lICT4 Ga

Rotary Sensor version

Aluminium enclosure

ExialICT4 Ga

Ex tb IIC T87°C Db

Linear Sensor version

Stainless Steel, Polymeric or Aluminium enclosure
Exia lICT4 Ga

Director Date:
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NANYANG EXP! ALA RESEARCH INSTITUTE
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CHINA NATIONAL QUALITY S TEST NT OR E: L ROTECTED ELECTRICAL PRODUCTS
Address¥o. Zhongjing Rd,Nan: nang#73008),P.R.China
Tel:037%6: Fax:0377 63208175 .china-ex.com
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Electrical Apparatus for Explosive Atmospheres

CERTIFICATE OF CONFORMITY
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3.Ta = -40°C to+85°C.
4.Measures shall be taken to avoid ignition due to impact for models utilizing aluminum enclosures.
5. Measures must be taken to avoid ignition due to electrostatic charges for models utilizing polymeric
enclosures.
6. A cable gland suitably rated for the working ambient temperature range maintaining IP65 rating
shall be used. The cable gland fitted to the Rotary Sensor Aluminium Enclosure version marked Ex tb
11IC T87°C Db shall be an CCC certified type suitably rated for the working ambient temperature range
with a minimum upper ambient temperature rating at least 2K above the maximum ambient
temperature.
7.Field wiring using multiconductor cable shall either have each conductor enclosed in grounded
metal shield or each conductor have minimum 0.25mm (0.01”) insulation thickness.

Director Date:

Valid until:
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has the responsibility to ensure the products comply with relevant standards.



